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Assembly Instructions

What's Inclid S

i T T T Cross Piece Bolts (A) X4

i i i i Pedal Board Bolts (B) X4

i i Cross Piece
Supports Rod Bolts (C) X2
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Hand Bolts (D) x 4

Cable Clips (E) x 4

Pedal Board Supports Rod

Attaching the Cross Piece t_

Begin assembling the piano by attaching the Cross Piece to the Stand Legs.

Step 1: Position the Cross Piece, by %

aligning the threaded lugs in the end i

of the Cross Piece with the holes

toward the top rear of the Stand Leg. -l
A"

Step 2: Thread the Cross Piece

Bolts (A) through the Stand Leg

into the Cross Piece lugs. /

Step 3: Repeat the operation on the
other Stand Leg.




Attach the Support Rods to
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Insert the Support Rods onto the top of the Pedal Boards fixed Support Posts and attach
with the 4 Pedal Board Bolts (B) as shown.

Attach the Support Rods to
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Place the Pedal Board with the Support Rods Attach four cable clips(E) to secure the
in back of the piano stands Cross Piece and cable.

align the screw holes accordingly, use 2
Supports Rod Bolts (C) to fix, as shown.



Attach the Piano to th
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Lift the piano onto its stand and align the holes in the stand legs with the holes on
buttom of the piano. Insert the four hand bolts (D),from the stand parts, into each hole to
attach the piano to its stand as shown in the insert picture.

Connecting the Pedal Cable _
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Attach the DC Power Cord and Pedal Cable into their connectors on the back of the
piano as shown.
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